
TS1030WD16 Installation
The number of people needed for installation：2

① Please read the manual carefully before
installing this product. And strictly
follow the installation process

② Please take good care of this manual
for your next installation

③ Note: Before installation, screw all
the screws to 1/2 of the length of
the installation. After all screws
are half screwed in, tighten them all
together.
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Serial
number Shape Name Spare

quantity

Parts list

Installation instruction

A

B

2.The installation is complete

On a red ribbon are furniture
installation accessories

Quantity
required for
installation

C

D

E

F

1.Put the cabinet upside down or on its side, put the side legs on the corresponding position of the cabinet, align with the
holes, install the Phillips screws, and tighten them with a screwdriver

116Phillips machine
screw（M6*20mm）

side foot 4 0

Phillips machine screw



TS1030WD20 Installation

The number of people needed for installation：2

① Please read the manual carefully before

installing this product. And strictly

follow the installation process

② Please take good care of this manual

for your next installation

③ Note: Before installation, screw all

the screws to 1/2 of the length of

the installation. After all screws

are half screwed in, tighten them all

together.

TotaL 1 page; page 1

Serial

number Shape Name
Spare

quantity

Parts list

Installation instruction

A

B

2.The installation is complete

On a red ribbon are furniture

installation accessories

Quantity

required for

installation

E

G

1.Put the cabinet upside down or on its side, put the side feet into the corresponding position of the cabinet, align the

holes, install Phillips screws, and tighten them with a screwdriver (the middle feet have no holes on the cabinet, you need

to tighten them) Install self-tapping screws, screwdrivers or electric drills screw in)

1

Self-tapping

screws

（M4*20mm）

17

4 2

Phillips machine

screw（M6*20mm）

side foot 4 0C

Middle foot 1 0

Phillips machine screw

Self-tapping screws
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Serial
number Shape Name Spare

quantity

Parts list

A

B

On a red ribbon are furniture
installation accessories

Quantity
required for
installation

C

D

E

F

G

2 1

2 1

2 1

2 1

2 1

Self-tapping

screw (long)

Self-tapping

screw (short)

Wall-entry
expansion screw

glue plug

Anti-dumping
accessories

tape

1.Anti-dumping and installation (Scheme 1，this scheme is
preferred）

Self-tapping screw

(short)

Wall-entry expansion
screw glue plug

Anti-dumping accessories

tape

Self-tapping screw

(long)

marker pen

cabinet

（3）After the marking, open the
wall with an electric drill

(1)Place the anti-dumping
accessories on the back of
the side panel of the cabinet

（2）Mark the position of the level
with the anti-dumping accessories on
the wall

（4）After the opening, place the
expansion screw into the wall in the
wall hole

（6）Bind the two anti-dumping
accessories of the wall and the
cabinet together with a ribbon
 and fix them.

（5）Put the anti-dumping accessories on the
wall screw with a screwdriver

wall

2.Scheme 2 (pay attention to the thickness of the side board to

avoid the screws breaking through the side plate)

3. Scheme 3 (pay attention to the thickness of the roof to

avoid breaking through the panel)

① Please read the manual carefully before
installing this product. And strictly
follow the installation process

② Please take good care of this manual
for your next installation

Installation instructions for
anti-dumping accessories

<ou can choose whether to install it according to your own needs (this accessory will damage the wall and affect the

appearance of the product) (this accessory is to prevent the product from falling and cause personal safety)
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